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SCONDAR ELECTRONIC LIMITED
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TECHNICAL PARAMETERS:
Rated Current: 3A AC/DC
Voltage Rated: 250V AC/DC
Withstand voltage: 1000V AC/minute
Insulation resistance: 1000MΩ min

Operating temperature: -25°C ~ +85°C
Insulator Material:PA66 UL94V-0
Colour:White

SCT2521FH  -     xx   B     WT   169

Ordering Information

Material
B=PA66 V0

No.of Pins
110=1x10PIN

Colour
WT=White

NUMBER OF
POSITIONS

DIMENSION

A B C D
2 2.50 5.60 8.00 9.20
3 5.00 8.10 10.50 11.70
4 7.50 10.60 13.00 14.20
5 10.00 13.10 15.50 16.70
6 12.50 15.60 18.00 19.20
7 15.00 18.10 20.50 21.70
8 17.50 20.60 23.00 24.20
9 20.00 23.10 25.50 26.70
10 22.50 25.60 28.00 29.20
11 25.00 28.10 30.50 31.70
12 27.50 30.60 33.00 34.20
13 30.00 33.10 35.50 36.70
14 32.50 35.60 38.00 39.20
15 35.00 38.10 40.50 41.70

Contact resistance: 20mΩ(Max)


